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              D7-180

              All you need to see it all. 180° 7MP IP Camera.
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                            D7-180 | Specifications

                            Image Device: 5 x 1.3 Mpixel CMOS

Number of effective pixels: 6,553,600 pixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 1′ to infinity

Minimum illumination: 3 lux @ 10 fps

Dynamic range: <55> dB

Image size (HxV): 2 simultaneous video streams:

	A standard 15 fps High Definition (HD) frame comprised of a 1280 x 320 situational awareness (SA) window plus a 1280 x 400 sub window allocated to up to four zoom windows;
	5120 x1280 full resolution stream at 3 fpsThe video stream image is displayed at up to 15 fps, providing the full 180 degree situational awareness and up to four independent zoom windows. The zoom windows are derived from the full resolution stream for up to 4x zoom effect.


HD Window:Full Res Image:Field of view: 180 degrees x 48 degrees 28 pixels per degree of field of view

Image resolution: Everywhere within the field of view equivalent to resolution of a 1.3 MP camera with a 33.7mm lens

Compression: H.264

Maximum frame rate: 15 fps for SA and zoom, 3 fps for full resolution window

Compression ratio: User selectable

Bandwidth requirements using H.264 at good quality compression:

	At 15 fps, less than 2.0 Mbit/sec
	At 3 fps, less than 3 Mbit/sec


Minimum System Requirements:

	Windows® 7, Windows 8
	2.0 GHz CPU (Dual-core 1.8GHz or higher CPU with 2 GB RAM or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280 x 1024
	10/100 Mb Ethernet adapter
	POE Switch or 12V power supply (available from Scallop Imaging)
	Internet Explorer or Mozilla FireFox


Network Protocols: TCP/IP, HTTP, SMTP, DHCP, RTP/RTSP (Currently), DNS, BONJOUR

Interface: Internet Explorer, Firefox

Ethernet: 10Base-T/100Base

COMM ports: Ethernet

General: Weight: 9 oz. (255 g)

Dimensions (WxHxD): 3.28 x 5.72 x 2.49 inches (83 x 145 x 63 mm)

Power requirements: 48V PoE, 12V DC

Power consumption: < 7 W

Operating temp.: -40 degrees F to 140 degrees F (-40 degrees C to 60 degrees C)

Storage temperature: -40 degrees F to 185 degrees F (-40 degrees C to 85 degrees C)

Supplied Accessories: flush mount, surface mount, angle mount kit

Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          D7-180 | Accessories

			                   
                                                
					Flush mount assembly (D7/D7-XR and A7)

                                         	Model #: DW01-110-015                                         
                                                
					Camera surface mount assembly

                                         	Model #: DW01-110-017                                         
                                                
					Indoor adjustable camera mount attachment (¼-20 rear)

                                         	Model #: DW03-100-019                                         
                                                
					12 volt power supply

                                         	Model #: DW01-600-010                                         
                                                
					10 degree camera mount assembly (D7/A7)

                                         	Model #: DW01-110-016                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

The D7 is a seven megapixel surveillance camera that records in full-color high resolution throughout its 180° field of view, without fish-eye distortion.

At all times the D7-180 Vision System is processing over 100 megapixels per second providing a 180° full situational awareness image, plus up to four zoom windows.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              DN14-180

              The D14-180 IP Camera from Blackhawk Imaging
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                            DN14-180 | Specifications

                            Image device: 5 x 1.3 MP color CMOS + 5 x 1.2 MP monochrome CMOS

Number of effective pixels: 6,553,600 pixels (color) + 6,144,000 pixels (monochrome)

Shutter: Electronic rolling shutter

Gain control: Automatic

Exposure control: Average, 5 zone independent

Field of view: 180° horizontal x 48° vertical (color) 180° horizontal x 60° vertical (monochrome)

Depth of field: 1′ (0.3m) to infinity

Minimum illumination: 3.0 lux at 10 fps (color); 0.01 lux at 15 fps (monochrome)

Image size: Two video streams (color or monochrome modes):

	A standard 15 fps 720p (1280×720 horizontal x vertical) High Definition (HD) frame comprised of a 1280 x 320 situational awareness window plus up to four zoom windows (located in a 1280 x 400 sub window allocated to the zoom windows)
	5120 x1280 Full Resolution (FR) stream at up to 3 fps


Maximum frame rate: 15 fps for HD video stream, 3 fps for FR video stream

Compression ratio: User selectable Bandwidth requirements based on an average scene using H.264 at good quality compression setting:

	At 15 fps 720p, less than 2.0 Mbit/sec 
	At 3 fps full resolution, less than 6 Mbit/sec 


Compression: H.264

Minimum system requirements:

	Windows® 7
	Windows 8
	2.0 GHz CPU (Dualcore 1.8GHz or higher CPU  with 2 GB RAM or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280 x 1024 10/100 Mb Ethernet adapter
	PoE Switch or 12V power supply (available from  Scallop Imaging)


Network protocols: TCP/IP, HTTP, SMTP, DHCP,  RTP/RTSP, DNS, BONJOUR

Web browsers: Internet Explorer, Firefox

Ethernet: 10BaseT/100Base

COMM ports: Ethernet Weight: 1.4 lbs (0.6 kg)

Dimensions: 6.75x4x6 inches (170x102x152 mm)  (WxHxD)

Power consumption: < 7 W Power requirements: 48V PoE

Operating temperature: -40° F to 140° F (-40° C to 60°  C)

Storage temperature: -40° F to 185° F (-40° C to 85° C)

Warranty: 24 months (see standard terms and conditions)

                          

                        

                          
                        
                          
                          DN14-180 | Accessories

			                   
                                                
					12 volt power supply

                                         	Model #: DW01-600-010                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

The DN14-180 is a 180-degree panoramic camera with two arrays of image sensors: one color and one monochrome to provide the very best image quality in both daylight and extreme low-light conditions.

With no moving parts or mechanical IR cut filters that wear, the DN14-180 is robust and maintenance free.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              D4-120

              The D4-120 IP Camera from Blackhawk Imaging
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D4-120 Data Sheet

                                                        
                                                        
D4-120 Architects' and Engineers' Specifications (CSI format

                                                        
                                                        

                                                  

                        

                        
                        
                          
                            D4-120 | Specifications

                            Image device: 3 x 1.3 MP color CMOS

Number of effective pixels: 3,932,160 pixels color

Shutter: Electronic rolling shutter

Gain control: Automatic

Exposure control: Average, 3 zone independent

Field of view: 120° horizontal x 48° vertical

Depth of field: 1′ (0.3m) to infinity

Minimum illumination: 3.0 lux at 10 fps

Image size: Two simultaneous video streams:

	• A standard 15 fps 720p (1280×720 horizontal x vertical) High Definition (HD) frame comprised of a 640 x 320 situational awareness window plus up to four zoom windows to fill the frame.
	• 3072 x1280 Full Resolution (FR) stream at up to 3 fps Maximum frame rate: 15 fps for HD video stream, 3 fps for full resolution video stream Compression ratio: User selectable Bandwidth requirements for an average motion scene using H.264 at good quality compression setting: At 15 fps, less than 2.0 Mbit/sec At 3 fps full resolution, less than 6 Mbit/sec


Compression: H.264

Minimum system requirements:

	Windows® 7
	Windows 8 2.0 GHz CPU (Dual-core 1.8GHz or higher CPU with 2 GB RAM or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280 x 1024
	10/100 Mb Ethernet adapter
	PoE Switch or 12V power supply (available from Scallop Imaging)
	Internet Explorer or Mozilla FireFox


Network protocols: TCP/IP, HTTP, SMTP, DHCP,RTP/RTSP, DNS, BONJOUR

Ethernet: 10Base-T/100Base

COMM ports: Ethernet

Weight: 9 oz. (255g)

Dimensions: 3.28×5.72×2.49 inches (83x145x63 mm) (WxHxD)

Power consumption: < 7 W

Power requirements: 48V PoE

Operating temperature: -40° F to 140° F (-40° C to 60° C)

Storage temperature: -40° F to 185° F (-40° C to 85° C)

Warranty: 24 months (see standard terms and conditions)

 

                          

                        

                          
                        
                          
                          D4-120 | Accessories

			                   
                                                
					12 volt power supply

                                         	Model #: DW01-600-010                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

Corner mounted, the D4-120 provides a 120- degree horizontal field of view in a 4 MP high-resolution camera benefiting from distributed imaging technology.

Distributed imaging does not use fisheye lenses and there is no need for “dewarping.” The D4-120 captures details without losing sharpness.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              D7-180XR

              Dimly-lit corridors,  campus monitoring.

              
              	 
                 
                                   Click on an image below to enlarge it.
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D7-180XR Architects' an Engineers' Specifications (CSI format) pdf
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                            D7-180XR | Specifications

                            Image Sensor: 5 x 1.3 Mpixel CMOS

Number of effective pixels: 6,553,600 pixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 1 ft. to infinity

Minimum illumination: 0.5 lux at 8 fps

Dynamic range: <68> dB

Image size (HxV) 2 simultaneous video streams:

	A standard 15 fps HD frame comprised of a 1280 x 320 situational awareness (SA) window

plus a 1280 x 400 sub window allocated to up to four zoom windows;
	5120 x1280 full resolution stream at 3 fps


Field of view: 180º x 48º, 28 pixels per degree of field of view

Image resolution: Everywhere within the field of view equivalent to resolution of a 1.3 MP camera with a 33.7mm lens

Compression: H.264

Maximum frame rate: 15 fps for SA and zoom, 3 fps for full resolution window

Compression ratio: User selectable

Bandwidth requirements(1) using H.264 at Medium quality compression:

	HD Window at 15 fps, less than 2.0 Mbit/sec
	Full Resolution Image at 3 fps, less than 3 Mbit/sec


(1)Bandwidth requirements are scene dependent. Your results may vary.

Minimum System Requirements:

	Windows 7, Windows 8
	2.0 GHz CPU (Dual-core 1.8GHz or higher CPU

with 2 GB RAM or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280 x 1024
	10/100 Mb Ethernet adapter
	PoE Switch or 12V DC power supply (available from Scallop Imaging)
	Internet Explorer or Mozilla FireFox


Network Protocols: TCP/IP, HTTP, SMTP, DHCP, RTP/RTSP, DNS, BONJOUR

Interface: Internet Explorer, Firefox

Ethernet: 10Base-T/100Base

COMM ports: Ethernet

Weight: 9 oz. (255 g)

Dimensions (WxHxD): 5.72 x 3.28 x 3.14 inches (145 x 83 x 80 mm)

Power requirements: 48V PoE, 12V DC

Power consumption: < 7 W

Operating temperature: -40ºF to 140ºF (-40°C to 60°C)

Storage temperature: -40ºF to 185ºF (-40°C to 85°C)

Supplied Accessories: Surface mount, Flush mount, Angled mount

Optional Accessories: Outdoor housing, Recess mount, 12V DC power supply, Indoor adjustable camera mount attachment (1⁄4 x 20)

 Limited Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          D7-180XR | Accessories

			                   
                                                
					Flush mount assembly (D7/D7-XR and A7)

                                         	Model #: DW01-110-015                                         
                                                
					Camera surface mount assembly

                                         	Model #: DW01-110-017                                         
                                                
					10 degree camera mount assembly (D7/A7)

                                         	Model #: DW01-110-016                                         
                                                
					Indoor adjustable camera mount attachment (¼-20 rear)

                                         	Model #: DW03-100-019                                         
                                                
					12 volt power supply

                                         	Model #: DW01-600-010                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

The D7-180-XR is a seven megapixel surveillance camera that records in full-color high resolution throughout its 180° field of view, without fisheye distortion.

Compared to the D7-180, the D7-180XR has faster lenses and image sensors with 170% larger pixel area which results in wider dynamic range and better performance in low light conditions.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              D7-180XR Horizontal

              Dimly-lit corridors, campus monitoring.
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                             D7-180XR Horizontal | Documentation

                                                
                                                        
Data Sheet

                                                        
                                                        
D7-180XR Quick Start Guide

                                                        
                                                        
D7-180XR Getting Started Guide

                                                        
                                                        
Architects' and Engineers' Specifications (CSI format) pdf

                                                        
                                                        
Architects' and Engineers' Specifications (CSI format) Word

                                                        
                                                        

                                                  

                        

                        
                        
                          
                            D7-180XR Horizontal | Specifications

                            Image Sensor: 5 x 1.3 Mpixel CMOS

Number of effective pixels: 6,553,600 pixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 1 ft. to infinity

Minimum illumination: 0.5 lux at 8 fps

Image size (HxV) 2 simultaneous video streams:

	 A standard 15 fps HD frame comprised of a 1280 x 320 situational awareness (SA) window plus a 1280 x 400 sub window allocated to up to four zoom windows;
	5120 x1280 full resolution stream at 3 fps


Field of view: 180º x 48º, 28 pixels per degree of field of view

Image resolution: Everywhere within the field of view equivalent to resolution of a 1.3 MP camera with a 33.7mm lens

Compression: H.264

Maximum frame rate: 15 fps for SA and zoom, 3 fps for full resolution window

Compression ratio: User selectable

Bandwidth requirements(1) using H.264 at Medium quality compression:

	HD Window at 15 fps, less than 2.0 Mbit/sec
	Full Resolution Image at 3 fps, less than 3 Mbit/sec


(1)Bandwidth requirements are scene dependent. Your results may vary.

Minimum System Requirements:

	Windows 7, Windows 8
	2.0 GHz CPU (Dual-core 1.8GHz or higher CPU with 2 GB RAM or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280 x 1024
	10/100 Mb Ethernet adapter
	PoE Switch or 12V DC power supply (available from Scallop Imaging)
	Internet Explorer or Mozilla FireFox


Network Protocols: TCP/IP, HTTP, SMTP, DHCP, RTP/RTSP, DNS, BONJOUR

Interface: Internet Explorer, Firefox

Ethernet:  10Base-T/100Base

COMM ports: Ethernet

Weight: 9 oz. (255 g)

Dimensions (WxHxD): 5.72 x 3.28 x 3.14 inches (145 x 83 x 80 mm)

Power requirements: 48V PoE, 12V DC

Power consumption: < 7 W

Operating temperature: -40ºF to 140ºF (-40°C to 60°C)

Storage temperature: -40ºF to 185ºF (-40°C to 85°C)

Supplied Accessories: Surface mount, Flush mount

Optional Accessories:  Recess mount, 12V DC power supply, Indoor adjustable camera mount attachment (1⁄4 x 20)

Limited Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          D7-180XR Horizontal | Accessories

			                   
                                                
					Camera surface mount assembly

                                         	Model #: DW01-110-017                                         
                                                
					Flush mount assembly (D7/D7-XR and A7)

                                         	Model #: DW01-110-015                                         
                                                
					Indoor adjustable camera mount attachment (¼-20 rear)

                                         	Model #: DW03-100-019                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

The D7-180-XR is a seven megapixel surveillance camera that records in full-color high resolution throughout its 180° field of view, without fisheye distortion.

Compared to the D7-180, the D7-180XR has faster lenses and image sensors with 170% larger pixel area which results in wider dynamic range and better performance in low light conditions. Currently available as an indoor model.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              A7-180

              Megapixel coverage in an analog camera. Virtual PTZ.
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                             A7-180 | Documentation

                                                
                                                        
Data Sheet

                                                        
                                                        
A7-180 Quick Start Guide

                                                        
                                                        
A7-180 Architects' and Engineers' specifications (CSI format)

                                                        
                                                        
A7-180 Architects' and Engineers' specifications (CSI format)

                                                        
                                                        

                                                  

                        

                        
                        
                          
                            A7-180 | Specifications

                            Image Device: 5 x 1.3 Mpixel CMOS

Number of effective pixels: 6,553,600 pixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 2′ to infinity

Minimum illumination: 3 lux at 10 fps

Zoom:  8x optical zoom

Image sensor array:

Staring array image size:  5120 x 1280 pixels

Field of view:  180° x 48°

Maximum frame rate:  15 fps

Output pixels:  640 x 480 NTSC, 768 x 576 PAL



Output frame formats:

The video output can be formatted using pre-configured presets:

A:  180° Situational Awareness Window (SAW) above + 1 zoom window below

B:  180° SAW above + 2 zoom windows

C:  180° SAW above + 3 zoom windows

D:  1 zoom window above + 180° SAW below

E:  2 zoom windows above + 180° SAW below

F:  3 zoom windows above + 180° SAW below

G: 4 zoom windows

H: 1 zoom window

 Output video:

Output horizontal resolution:   480 TVL

Analog video output:                   BNC, 1V p-p 750

Video format:                                NTSC/PAL

Camera set up:   PC application with USB 2.0 cable connected to camera

Communications: RS-485

Protocol supported:  Pelco D

General:

Weight: 8 oz. (228 g)

Dimensions (WxHxD): 3.27 x 5.76 x 2.84 inches (83 x 146 x 72 mm)

Power requirements: 12V DC, 24V DC, @4V AC

Power consumption: 6 W

Operating temp.: -40 degrees F to 140 degrees F (-40 degrees C to 60 degrees C)

Storage temperature: -40 degrees F to 185 degrees F (-40 degrees C to 85 degrees C)

Supplied Accessories: flush mount, surface mount, angle mount kit

Limited Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          A7-180 | Accessories

			                   
                                                
					10 degree camera mount assembly (D7/A7)

                                         	Model #: DW01-110-016                                         
                                                
					Flush mount assembly (D7/D7-XR and A7)

                                         	Model #: DW01-110-015                                         
                                                
					Camera surface mount assembly

                                         	Model #: DW01-110-017                                         
                                                
					Indoor adjustable camera mount attachment (¼-20 rear)

                                         	Model #: DW03-100-019                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

Blackhawk Imaging’s A7-180 video camera uses a 7 Megapixel staring array to produce 180×48 field-of-view, non-fisheye, panoramic video. Its staring array has the resolution (i.e., pixels on target) of 23 standard VGA cameras.

The A7-180s internal imaging engine presents the user a virtual PTZ; 180 view plus up to three 8X zoom detail views packaged into one NTSC frame that is sent over any standard CCTV analog network.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              A7-180XR

              Megapixel coverage in an analog camera. Virtual PTZ.
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A7-180 Architects' and Engineers' specifications (CSI format)

                                                        
                                                        

                                                  

                        

                        
                        
                          
                            A7-180XR | Specifications

                            Image Device: 5 x 1.3 Mpixel CMOS

Number of effective pixels: 6,553,600 pixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 2′ to infinity

Minimum illumination: 0.5 lux @ 8 fps

Zoom:  8x optical zoom

Image sensor array:

Staring array image size:  5120 x 1280 pixels

Field of view:  180° x 48°

Maximum frame rate:  15 fps

Output pixels:  640 x 480 NTSC, 768 x 576 PAL



Output frame formats:

The video output can be formatted using pre-configured presets:

A:  180° Situational Awareness Window (SAW) above + 1 zoom window below

B:  180° SAW above + 2 zoom windows

C:  180° SAW above + 3 zoom windows

D:  1 zoom window above + 180° SAW below

E:  2 zoom windows above + 180° SAW below

F:  3 zoom windows above + 180° SAW below

G: 4 zoom windows

H: 1 zoom window

 Output video:

Output horizontal resolution:   480 TVL

Analog video output:                   BNC, 1V p-p 750

Video format:                                NTSC/PAL

Camera set up:   PC application with USB 2.0 cable connected to camera

Communications: RS-485

Protocol supported:  Pelco D

General:

Weight: 8 oz. (228 g)

Dimensions (WxHxD): 3.27 x 5.76 x 2.84 inches (83 x 146 x 72 mm)

Power requirements: 12V DC, 24V DC, @4V AC

Power consumption: 6 W

Operating temp.: -40 degrees F to 140 degrees F (-40 degrees C to 60 degrees C)

Storage temperature: -40 degrees F to 185 degrees F (-40 degrees C to 85 degrees C)

Supplied Accessories: flush mount, surface mount, angle mount kit

Limited Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          A7-180XR | Accessories

			                   
                                                
					10 degree camera mount assembly (D7/A7)

                                         	Model #: DW01-110-016                                         
                                                
					Flush mount assembly (D7/D7-XR and A7)

                                         	Model #: DW01-110-015                                         
                                                
					Camera surface mount assembly

                                         	Model #: DW01-110-017                                         
                                                
					Indoor adjustable camera mount attachment (¼-20 rear)

                                         	Model #: DW03-100-019                                         
                                         

                                          

                        

            
 

Why see less. When you can see more.™

Blackhawk Imaging’s A7-180 video camera uses a 7 Megapixel staring array to produce 180×48 field-of-view, non-fisheye, panoramic video. Its staring array has the resolution (i.e., pixels on target) of 23 standard VGA cameras.

The A7-180s internal imaging engine presents the user a virtual PTZ; 180 view plus up to three 8X zoom detail views packaged into one NTSC frame that is sent over any standard CCTV analog network.

Compared to the A7-180, the A7-180XR has faster lenses and image sensors with 170% larger pixel area which results in wider dynamic range and better performance in low light conditions.



                                   
         

              
              


    

	
    
              
              
                
                                       
                                  

              
              M6-200

              No light? No problem. 200° 6MP in very low light.

              
              	 
                 
                                   Click on an image below to enlarge it.
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                             M6-200 | Documentation

                                                
                                                        
Data Sheet

                                                        
                                                        
M6-200 Quick Start Guide

                                                        
                                                        
Getting Started Guide

                                                        
                                                        
Architects' and Engineer's Specifications (CSI Format) pdf

                                                        
                                                        
Architects' and Engineer's Specifications (CSI Format) Word

                                                        
                                                        

                                                  

                        

                        
                        
                          
                            M6-200 | Specifications

                            Image Sensor: 5 x 1.2 Mpixel Monochrome CMOS

Number of effective pixels: 6 Mpixels

Shutter: Electronic rolling shutter

Gain Control: Automatic gain control

Exposure control: Average, 5 zone independent

Depth of Field: 2 ft. to infinity

Minimum illumination: 0.01 lux at 15 fps (without IR illumination)

Image size (HxV):  2 simultaneous video streams

	A standard 15 fps 720p HD frame (1280×720) composed of a 1280×320 situational awareness window plus a 1280×400 area allocated for up to 4 zoom windows.
	4800×1280 full resolution stream at 3 fps


Field of view: 200º H x 60º V 21 pixels per degree of field of view

Compression: H.264

Maximum frame rate: 15 fps for 720p HD stream, 3 fps for full resolution 4800×1280 stream

Compression ratio: User selectable

Bandwidth requirements(1) using H.264 at good quality compression:

	720p HD stream at 15 fps, less than 2 Mbit/sec
	Full resolution (4800×1280) stream at 3 fps, less than 6 Mbit/sec


(1)Bandwidth requirements are scene dependent. Your results may vary.

 Minimum System Requirements:

	Windows 7 or Windows 8
	2.0 GHz CPU (Dual-core 1.8 GHZ or higher CPU with 2 GB RAM

or higher recommended)
	2 GB RAM or higher
	200 MB hard drive space
	256 MB or higher video memory
	Minimum display resolution 1280×720
	10/100 Mb Ethernet adapter
	PoE Switch or 12V DC power supply (available from Scallop Imaging)
	Internet Explorer or Mozilla FireFox


Network Protocols: TCP/IP, HTTP, SMTP, DHCP, RTP/RTSP, DNS, BONJOUR

Interface: Internet Explorer, Firefox

Ethernet: 10Base-T/100Base

Weight: 12 oz. (340.19 g)

Dimensions (WxHxD): 3.28 x 5.72 x 3.17 inches (83 x 145 x 81mm)

Power requirements: 48V PoE, 12V DC

Power consumption: < 7 W

Operating temperature: -40ºF to 140ºF (-40°C to 60°C)

Storage temperature: -40ºF to 185ºF (-40°C to 85°C)

Supplied Accessories: Surface mount, Flush mount, Angled mount,

Optional Accessories: Outdoor housing, Recess mount, 12V DC power supply, Indoor adjustable camera mount attachment (1⁄4 x 20)

Limited Warranty: 24 months (subject to standard terms and conditions)

                          

                        

                          
                        
                          
                          M6-200 | Accessories

			                   
                                                
					IP66 rated outdoor housings (limited availability)

                                         	Model #: Camera specific. See description.                                         
                                                
					12 volt power supply

                                         	Model #: DW01-600-010                                         
                                                
					10 degree camera mount assembly (M6)

                                         	Model #: DW05-110-011                                         
                                                
					Camera surface mount assembly (M6)

                                         	Model #: DW05-110-014                                         
                                                
					Flush mount assembly (M6)

                                         	Model #: DW05-110-009                                         
                                         

                                          

                        

            
 

The 6 megapixel Blackhawk Imaging M6-200 video surveillance camera is the first distributed image panoramic camera specifically designed to provide outstanding image quality under very low light conditions.



                                   
         

              
              


    
    

    
		
        
        
          
		
    
      	
    	

            Latest Product

			

DN14-180 surveillance platform
                
        

    	Why see less. When you can see more.™

We pride ourselves on being different.


“We replaced our existing PTZ dome with a Scallop D7-180XR for our parking lot. The PTZ kept missing critical incidents. It was always positioned somewhere other than where the incident took place”  -  John J. Doherty, Jr. Sales Engineer ENE Systems



	No moving parts. No lenses to install or focus.
	Situational awareness (true 180° field of view) + detailed zoom windows.
	No fish-eye lenses. No de-warping. All pixels on target all the time.
	All pixels “stitched” together in the camera. No “disappearing” objects.
	High resolution images and low bandwidth, lowering overall system costs.
	Sleek look can be customized to blend in.
	Made in the USA. rifle scopes


Not just another dome camera.



	




        



	   		





			

    
	  				  Products

	DN14-180
	D4-120
	D7-180
	D7-180XR
	D7-180XR Horizontal
	M6-200
	A7-180
	Custom finishes




Purchase

	Distributors
	Sales representatives




Support

	Product registration and installation software
	Product documentation
	Positioning the camera
	Scallop software license agreement
	Terms & Conditions of Sale




Contact Us

			

700 SE 5th Street, Suite #2
Bentonville, Arkansas 72712
+1-617-849-6488
Contact Us




		

Latest News

						Blackhawk / Scallop Imaging unveils new camera platforms  that deliver superior surveillance performance

			New video security solutions include 7-megapixel, day/night camera with 180-degree view and high-resolution IP corner camera Boston – February 26, 2015 – Blackhawk/Scallop Imaging, the pioneer in distributed imaging technology platforms, introduces the company’s latest IP video surveillance cameras, the D14-180…

Read more ›
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